
2-Ethylaniline
Company Information

Sunchem Co.,Ltd.

Add: A-11F, 186 Yangtzi Middle Road, Yangzhou, China.

Tel:+86 514 87851548

Fax:+86 514 87872867

Email: info@sunchemgroup.com

Product Identification

【Product Name】

2-Ethylbenzenamine

【Synonyms】

2-Ethylbenzenamine

o-Amino ethylbenzene

【CAS】

578-54-1

【Formula】

C8H11N

【Molecular Weight】

121.18

【EINECS】

209-424-2

【RTECS】

BX9800000

【RTECS Class】

Other

【Beilstein/Gmelin】

1841268

【Beilstein Reference】

Tel:+86
https://www.chemicalbook.com/CASEN_578-54-1.htm


4-12-00-02411

【EC Class】

harmful

Physical and Chemical Properties

【Appearance】

A brown liquid.

【Solubility in water】

Insoluble

【Melting Point】

-46

【Boiling Point】

210

【Vapor Pressure】

.2

【Density】

0.983 g/cm3 (20 C)

【pKa/pKb】

9.70 (pKb)

【Partition Coefficient】

1.74

【Heat Of Vaporization】

60.32 kJ/mol

【Heat Of Combustion】

-4695 kJ/mol

【Usage】

Intermediate for pharmaceuticals, dyestuffs, pesticides, and other products.



【Vapor Density】

4.17

【Refractive Index】

1.5609 (20 C)

First Aid Measures

【Ingestion】

If victim is conscious and alert, give 2-4 cupfuls of milk or water. Never give anything by mouth to an unconscious person. Get medic

al aid immediately.

【Inhalation】

Remove from exposure to fresh air immediately. If breathing is difficult, give oxygen. Get medical aid. DO NOT use mouth-to-mouth re

spiration. If breathing has ceased apply artificial respiration using oxygen and a suitable mechanical device such as a bag and a mas

k.

【Skin】

Get medical aid. Flush skin with plenty of soap and water for at least 15 minutes while removing contaminated clothing and shoes. W

ash clothing before reuse.

【Eyes】

Flush eyes with plenty of water for at least 15 minutes, occasionally lifting the upper and lower eyelids. Get medical aid immediately.

Handling and Storage

【Storage】

Keep away from heat, sparks, and flame. Keep away from sources of ignition. Store in a tightly closed container. Store in a cool, dry,

well-ventilated area away from incompatible substances.

【Handling】

Wash thoroughly after handling. Use only in a well ventilated area. Avoid contact with eyes, skin, and clothing. Empty containers retain

product residue, (liquid and/or vapor), and can be dangerous. Keep container tightly closed. Avoid contact with heat, sparks and flam

e. Avoid ingestion and inhalation. Do not pressurize, cut, weld, braze, solder, drill, grind, or expose empty containers to heat, sparks o

r open flames.

Hazards Identification

【Inhalation】

May cause respiratory tract irritation.



【Skin】

May cause skin irritation. May be absorbed through the skin.

【Eyes】

May cause eye irritation.

【Ingestion】

May cause irritation of the digestive tract. May be harmful if swallowed.

【Hazards】

When heated, vapors may form explosive mixtures with air: indoors, outdoors, and sewers explosion hazards. May polymerize explosiv

ely when heated or involved in a fire. Contact with metals may evolve flammable hydrogen gas. Containers may explode when heated.

Runoff may pollute waterways. Substance may be transported in a molten form.

【EC Risk Phrase】

R 20/21/22 33

【EC Safety Phrase】

S 28 36/37

【UN (DOT)】

2273

Exposure Controls/Personal Protection

【Personal Protection】

Eyes: Wear appropriate protective eyeglasses or chemical safety goggles as described by OSHA's eye and face protection regulations

in 29 CFR 1910.133 or European Standard EN166. Skin: Wear appropriate protective gloves to prevent skin exposure. Clothing: Wear

appropriate protective clothing to prevent skin exposure.

【Respirators】

A respiratory protection program that meets OSHA's 29 CFR 1910.134 and ANSI Z88.2 requirements or European Standard EN 149 m

ust be followed whenever workplace conditions warrant a respirator's use.

【Exposure Effects】

Acute poisoning may cause rapid heart rate and rapid breathing. Severe headache, CNS disturbances, and tremor may occur. A high i

ncidence of gynecological disorders and excess frequency of spontaneous abortions have been noted. The fetal liver can n-oxygenate

aniline to form phenylhydroxylamine. Fetal effects include higher levels of methemoglobin those found in than the mother. Fetal poisoni

ng may occur. <br>No data were available to assess the potential effects of exposure to aniline during lactation. <br>No information a

bout possible male reproductive effects was found in available references at the time of this review



【Exposure limit(s)】

2 ppm TWA ACGIH

Fire Fighting Measures

【Flash Point】

92

【Fire Fighting】

Wear a self-contained breathing apparatus in pressure-demand, MSHA/NIOSH (approved or equivalent), and full protective gear. During

a fire, irritating and highly toxic gases may be generated by thermal decomposition or combustion. Use water spray to keep fire-expo

sed containers cool. Water may be ineffective. Material is lighter than water and a fire may be spread by the use of water. Combustib

le Liquid. Extinguishing media: Use water spray to cool fire-exposed containers. This material is lighter than water and insoluble in wat

er. The fire could easily be spread by the use of water in an area where the water cannot be contained. Do NOT get water inside co

ntainers. For small fires, use dry chemical, carbon dioxide, or water spray. For large fires, use dry chemical, carbon dioxide, alcohol-re

sistant foam, or water spray.

【Upper exp. limit】

6.7

【Lower exp. limit】

1

【Fire Potential】

May burn but does not ignite readily.

Accidental Release Measures

【Small spills/leaks】

Remove all sources of ignition. Provide ventilation. Cover with dry earth, dry sand, or other non-combustible material followed with plas

tic sheet to minimize spreading and contact with water. Stop leak only if you can do so without risk.

Stability and Reactivity

【Disposal Code】

5

【Incompatibilities】

Acids, acid chlorides, acid anhydrides, chloroformates, strong oxidizing agents.

【Stability】



Stable under normal temperatures and pressures.

【Decomposition】

Nitrogen oxides, carbon monoxide, carbon dioxide, nitrogen.

【Combustion Products】

Fire may produce irritating, corrosive and/or toxic gases.

Transport Information

【UN Number】

2273

【Hazard Class】

6.1

【Packing Group】

III

【HS Code】

2921 49 80


